
PRODUCT NAME:  

PROPER SHIPPING NAME:

RECOMMENDED USE:

COMPANY DETAILS: 

ADDRESS:

TELEPHONE:

EMERGENCY TELEPHONE:
DATE OF PREPARATION:    

Rubber Premium Dressing P309

Petroleum hydrocarbon 

Tyre & Vinyl Dressing 

Troscoe Limited

Unit 6 / 13 Highbrook Drive East Tamaki, Auckland 2013

021 024 05583
National Poison Centre(24 hours): 0800 POISON 764 766 
18th  March 2018

Product is classified as hazardous according to Schedules 1 to 6 of the Hazardous
Substances (Minimum Degrees of Hazard) Regulations 2001 of the HSNO Act, 1996. 

6.1E, 6.3B HSNO Classifications: 
Signal word:  DANGER 

HAZARD STATEMENTS: 

• H227 Combustible liquid
• H304 May be fatal if swallowed and enters airways
• H316 Causes mild skin irritation

PRECAUTION STATEMENTS: 

• P102 Keep out of reach of children
• P103 Read label before use
• P210 Keep away from heat, sparks, open flames and hot surfaces. No smoking.
• P280 Wear protective equipment as specified
• P501 Dispose of contents and container in accordance with local regulations

% BY WEIGHT NAME:
Naphtha (petroleum) , hydrotreated 

heavy Organosilicone Liquid 

> 70

< 30

CAS NUMBER 
64742-48-9 

63148-62-9 

1. IDENTIFICATION OF THE SUBSTANCE AND OF THE SUPPLIER

2. HAZARD IDENTIFICATION

3. COMPOSITION ON INGREDIENTS

Date of Issue:  18 March 2018 
Date of Review:  18 March 2023  
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EYES: 

SKIN: 

INGESTION: 

INHALATION: 

Rinse cautiously with water for several minutes. Remove contact lenses, if 
present and easy to do. Continue rinsing. If eye irritation persists: Get medical 
advice/attention. 

Remove/Take off immediately all contaminated clothing. Rinse skin with water/
shower. If skin irritation occurs: Get medical advice/ attention. 

If medical advice is needed, have product container or label at hand. Call a 
POISON CENTER or doctor/physician if you feel unwell. Do NOT induce 
vomiting.

Remove from contaminated area. Get medical advice/attention if you feel unwell. 

For Further Information Telephone (24 Hours)The National Poison Centre: 0800 Poison [764 766] 

FLASH POINT: 630C 

AUTO IGNITION TEMPERATURE:  

FLAMMABLE LIMITS IN THE AIR %: Not available

Combustible liquid. Shut off product that may ‘fuel’ a fire if safe to do so. Evacuate area. 
Allow trained personnel to attend a fire in progress, providing fire-fighters with this Safety Data Sheet. 
Prevent extinguishing media from escaping to drains and waterways. 

SUITABLE EXTINGUISHING MEDIA: 
Water fog, foam, dry chemical, carbon dioxide.  DO NOT use straight streams of water. 

HAZARDS FROM COMBUSTION PRODUCTS:
Smoke, fume, carbon dioxide and carbon monoxide, and incomplete combustion products. 

PRECAUTIONS FOR FIRE FIGHTERS AND SPECIAL PROTECTIVE EQUIPMENT: 
Full protective clothing and self-contained breathing apparatus (SCBA). 

HAZCHEM CODE:  Not applicable 

EMERGENCY PROCEDURES: 
Prevent fluid from escaping to drains and waterways. 
Contain leaking packaging in a containment drum. 
Prevent vapours from building up in confined areas. 
Ensure that drain valves are closed at all times. 
Clean up and report spills immediately.

METHODS AND MATERIALS FOR CONTAINMENT: 
MAJOR LAND SPILL:

• Eliminate sources of ignition.
• Warn occupants of downwind areas of possible fire and explosion hazard.
• Notify relevant emergency authorities (Police, Fire).
• Prevent liquid from entering sewers, watercourses, or low-lying areas.

Date of Issue:    18 March 2018 
Date of Review:   18 March 2023  

6. ACCIDENTAL REALEASE MEASURES

5. FIRE FIGHTING MEASURES

>200
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4. FIRST AID MEASURES



• Keep the public away from the area.
• Shut off the source of the spill if possible and safe to do so.
• Advise authorities if substance has entered a watercourse or sewer or has contaminated soil or

vegetation.
• Take measures to minimize the effect on the ground water.
• Contain the spilled liquid with sand or earth.
• Do not touch or walk through spilled material.
• A vapor-suppressing foam or water spray may be needed to reduce vapour and prevent ignition.
• Recover by pumping – use explosion proof pump or hand pump – use nonsparking tools;

all equipment must be grounded, or with a suitable absorbent material.
• Consult an expert on disposal of recovered material and ensure conformity to local disposal

regulations.

MAJOR WATER SPILL:

• Eliminate any sources of ignition.
• Warn occupants and shipping in downwind areas of possible fire and explosion hazard.
• Notify the port or relevant authority and keep the public away from the area.
• Shut off the source of the spill if possible and safe to do so.
• Confine the spill if possible.
• Remove the product from the surface by skimming or with suitable absorbent material.
• Consult an expert on disposal of recovered material and ensure conformity to local disposal

regulations.
• See “First Aid Measures” and “Stability and Reactivity”.applicable laws and regulations, and

product characteristics at time of disposal. Eliminate all ignition sources. Remove leaking
containers to detached area

HANDLING: Avoid contact with eyes. Avoid contact with skin. 
Use in well ventilated area away from all ignition sources. 
Avoid sparking conditions. Ground and bond all transfer equipment. 

Store in a well-ventilated place.  
Keep cool. 

General (mechanical) room ventilation is considered satisfactory in 
enclosed spaces.

Safety Glasses/Full face masks. 

PVC-coated gloves. Avoid skin contact. If skin contact or 
contamination of clothing is likely, protective clothing should be worn. 

Approved respiratory protective equipment must be used.
Not available 

ENGINEERING CONTROLS: 

EYE / FACE PROTECTION:

BODY PROTECTION:  

RESPIRATORY PROTECTION: 

Date of Issue:      18 March 2018 
Date of Review:   18 March 2023  

7. HANDLING AND STORAGE

8. EXPOSURE CONTROLS / PERSONAL PROTECTION:

9. PHYSICAL AND CHEMICAL PROPERTIES:

STORAGE: 

 Red  LiquidAPPEARANCE:

Not available EXPOSURE LIMITS: 
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Strawberry Fragrance 
0.78 
0.05 @ 200C 
> 1.0 @ 200C
Negligible
88
0.03

ODOUR:  
SPECIFIC GRAVITY VAPOUR: 
PRESSURE:
VAPOUR DENSITY:  
SOLUBILITY IN WATER % 
VOLATILES;
EVAPORATION RATE:  

ACUTE EFFECTS:
INGESTION:
Small amounts of liquid aspirated into the lungs during ingestion, or from vomiting, may cause chemical
pneumonitis, or pulmonary oedema. Ingesting large amounts of this product will result on headaches,
nausea, dizziness and tracheal burning.

SKIN CONTACT:
Mildly irritating to skin and with prolonged or repeated exposure may result in dryness and cracking of
skin, and possible irritation and dermatitis.

INHALATION:
Inhalation of this product in large quantities will result moderate discomfort. Vapour concentrations are
irritating to nose and throat. Over exposure may be evident through symptoms of dizziness, nausea,
headaches and other central nervous system effects.

CHRONIC EFFECTS:
No additional chronic health data is available for this product.

ECOTOXICITY:
AQUATIC TOXICITY: Product is not expected to be harmful to aquatic life. 
PERSISTENCE/DEGRADABILITY: Expected to be readily biodegradable. 
MOBILITY: 

OTHER INFORMATION: 

This product is highly volatile and will evaporate to air 
if released into water. 
Identified as VOC. 

ENVIRONMENTS EXPOSURE STANDARDS:      None set 

DISPOSAL METHODS:
Empty packaging should be taken for recycling, recovery or disposal through a suitably qualified or
licensed contractor. Care should be taken to ensure compliance with national and local authorities.
Packaging may still contain fumes and vapours that are combustible. Ensure that empty packaging is
allowed to dry. DO NOT pressurize, cut, weld, braze, solder, drill, grind or expose containers to hot flames,
sparks, static electricity or other sources of ignition as they may explode and cause injury or death.

Date of Issue:      18 March 2018 
Date of Review:   18 March 2023  

10. STABILITY AND REACTIVITY:

STABILITY OF THE SUBSTANCE:   Stable

CONDITIONS DECOMPOSITION PRODUCTS:     Sources of heat and ignition, open flames to be
avoided.  
No composition products except on burning.

11. TOXILOGICAL INFORMATION:

12. ECOLOGICAL INFORMATION:

13. DISPOSAL CONSIDERATIONS:
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SPECIAL PRECAUTIONS FOR LAND FILL OR INCINERATION:
This product is NOT suitable for disposal by either landfill or via municipal sewers, drains, 
natural streams or rivers. This product is ashless and can be burned directly in appropriate 
equipment. In the absence of a designated industrial incinerator, this product should bet treated 
and disposed of through a chemical waste treatment facility, or considered for use in solvent 
recycling. 

HSNO APPROVAL NUMBER: HSR002649; Solvents (Combustible) Group Standard.

 HSNO DEFAULT CONTROLS: Codes: F2, F6, F11, F17, T1, T2, T4, T7, E1, E2, E6, 
E8, P1, P3, PI3, P15, PG3, D2, D4 - D8, EM1, EM6 - EM13,
I1, I3, I5, I8, I9, I11, I13, I16, I19, I21, I23, I25, I28, I29, I30, 
GN35A. 

Refer www.epa.govt.nz for information on applicable Controls and variations. 

DATE OF ISSUE: 

REASONS OF ISSUE: 

18th March 2018 

Changes to product physical properties; relative density, flammable 
limits, boiling point range, vapour pressure, evaporation rate. 

End of Safety Data Sheet. 

Date of Issue:      18 March 2018 
Date of Review:   18 March 2023  

14. TRANSPORT INFORMATION:

15. REGULATORY INFORMATION:

16. OTHER INFORMATION:
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